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MARS AR1

INFORMATION CARD

PREMIUM LINE
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Key features

Supplied as standard in white [01] with type [11] connection. The valves 
shown in the photo are optional accessories available at an additional cost.

Type: AR1 - bathroom radiator

Material: Low carbon steel, unalloyed

Construction:
Pipe ∅ 20
Collector ∅ 32

Work 
pressure:

Up to 1,0 MPa (10 bar)

Work 
temperature:

Up to 95ºC

Standard  
equipment:

Premium plug 1/2"
Premium air vent 1/2"
Radiator bracket Z 13

Surface finish: Color white [01]

Connection: 1/2"

 STANDARD

Connection 
diagram

Connection 
diagram

[C]

[ 11 ]
2 3

2 - air vent 1/2"
3 - plug 1/2"

• Easy to montage

• High performance

• Perfect for any bathroom

• Classic and esthetic design

• The heater complies with the EN 442 standard

• Guaranteed high quality

MARS AR1
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MARS AR1
H

[mm]
W

[mm]
D

[mm]
C

[mm]
55/45/20ºC

[W]
75/65/20ºC

[W]
90/70/20ºC

[W]
INDEKS [kg] [dm3]

AR1 70/50 716 496 90 450 178 337 422 10141131001101 5,47 3,27

AR1 90/50 921 496 90 450 233 443 556 10141132051101 6,96 4,16

AR1 120/50 1208 496 90 450 319 607 763 10141132131101 9,41 5,62

AR1 140/50 1409 496 90 450 381 719 901 10141131151101 10,89 6,51

AR1 175/50 1741 496 90 450 462 874 1097 10141131201101 13,69 8,18

AR1 70/60 716 596 90 550 206 389 488 10141132001101 6,25 3,74

AR1 90/60 921 596 90 550 289 546 685 10141132071101 7,94 4,75

AR1 120/60 1208 596 90 550 373 704 883 10141132171101 10,75 6,43

AR1 140/60 1409 596 90 550 441 832 1043 10141132151101 12,44 7,44

AR1 175/60 1741 596 90 550 543 1024 1284 10141132201101 15,66 9,37

AR1 120/75 1208 746 90 700 457 856 1070 10141133001101 12,77 7,65

AR1 140/75 1409 746 90 700 530 1000 1254 10141133051101 14,77 8,85

AR1 175/75 1741 746 90 700 655 1248 1570 10141133101101 18,61 11,15

MARS AR1

H - height; W - width; D - depth;    
C - connection spacing; 
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